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Supported loudspeaker allows talking even in a noisy environment

If SMS is enabled SOS alarms are sent to programmed mobile numbers
Cloud notification is sent to all mobile phones that manage the tracker

Manage multiple groups and multiple trackers in each group
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Up

Live tracking
Check location of a single device or multiple devices simultaneously
Compass mode to find the relative direction of the device
AR (Augmented Reality) mode to find the device in street view
Live view with regular update intervals
Allows to switch to street view
History replay
Long standby time

Asset protection

Alarm is sent if someone moves the vehicle without turning off the moving alert
Stores GPS data in local memory if phone coverage is not available Security
information can check device’s location or make a voice call to the device

Data buffering

Retrieves data stored in once communication resumes

Phone: +61 2 8764 0753
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Technical Specifications

Dimension (mm) 67 x 49 x 18

I/0 Panic (SOS) button x 1

Internet button x 1

LED (green, orange) x 2

Micro-USB x 1 (charging)

Micro-SIM x 1

Microphone/Speaker (voice call)
Rechargeable Battery Li-ion, 1430mAh
Charging Time 2 hours (wireless charging)
2.5 hours (USB charging, 1.5A)

Standby Time 10~14 days

Positioning GPS/GLONASS/QZSS w/ AGPS
The TT-200 allows for geo-fencing to be set
Once set up, the unit will inform you if the object/asset/tracker moves
The TT-200 can have a motion alert activated

Cell-tower positioning
Cellular UMTS/HSPA+: Five-band

800/850/900/1900/2100MHz

DL 14.4Mbps, UL 5.7Mbps

G-sensor 3-axis, £2g~+169g

Power Consumption Deep Sleep: 42uA
Hibernate: 170uA

Sleep: 1.5 ~ 3.4 mA

Regular working: 40 ~ 170 mA
Watertight IP54

Weight 779

Working Temperature -20C ~ 60 T

UJ—' GPS|Tmckers|Ausfmlia GPS Per: Fax: +61 2 8764 1251
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Major Functions

SOS Emergency duress button

SMS (if enabled)

Voice call

Push notification to smartphone

Internet button forces connection to the internet
On-demand report Get latest location by a voice call
Two-way voice call For emergency communication —
Incoming/outgoing calls

Geo-Fence alert Circular x 10, IN and/or OUT
Battery low alert 15% battery power

Report interval Time configurable when working in live/regular
position report state

Data buffer size 16,384 records - 273 hours or 11 days if data is
sent once per minute

OTA

(Over The Air)

Firmware upgrade

Tracker setting/configuration

Smart phone

APP support for Android & iOS

Setup, live, history, event, etc.



